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Soldering gun B50-A 
 
Description: 
The mains-independent battery soldering unit B50-A is ready 
for soldering in 9 seconds and does not generate any 
disturbing external voltages during soldering.  
A nickel-metal-hydride battery allows the device to handle 
350 solder joints with continuous soldering* and 100 solder 
joints with renewed indication per solder joint.  
The soldering point can be illuminated by one or two lamps. 
The device can be charged during work breaks or overnight, 
overcharging is not possible. 
The battery solder has a charge control indicator, a switch-on 
control indicator and a switch-on lock against unintentional 
switching on. 
The soldering tip reaches a temperature of approx. 350°C. 
 
*) This f igure has been obtained 0,5mm Ø dia.  wire of electronic components 
without recharging the batteries.  The lighting reduces the soldering efficiency 
by approx. 7% per blub. Total  on-transi tion time per battery load is approx.  13 
minutes.  

 
Technical data: 
Protection class:  II - Protective insulation 
 
Weight soldering gun:  0,16 kg 
Weight set in box: 0,51 kg 
Weight set in case:  0,89 kg 
 
 
Scope of delivery: 
1x Soldering gun B50-A    2x Lighting fixture B50-E 
1x Soldering tip B50-D    1x Cleaning sponge B50-R 
1x Soldering tip B50-H    1x Battery charger B50-L 
1x Soldering tip B50-G    1x Screwdriver 
1x Roll solder ca. 4g    1x Cardboard packaging (Optionally available in the tool case) 
1x Soldering tip guide B50-T 
1x Operating instructions with Declaration of Conformity 
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Soldering tip:  
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Ersatzteile und Zubehör: 
 

 
 

 

Typ B50-D 

For soldering up to 1,5mm2 

Item-No.:7751001000  

Typ B50-H 
For soldering up to 2,5mm2 

Item-No.:7753001000  

Typ B50-G 
For soldering up to 6mm2 

Item-No.:7754001000  

Soldering tip guide B50-T 

Item-No.:7076000000  

Lighting fixture B50-E 

Item-No.:7077000000  

Lighting B50-M 

Item-No.:7076001000  

Cleaning sponge B50-R 

Item-No.:7073000000  

Battery charger B50-L 

Soldering gun B50-A with accessories 


